
PERIMETER ROAD

COMMON FILL COMPACTED TO
95% OF REGULAR COMPACTION
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DRAWING NO.

D
ET

AI
LS

 (1
 O

F 
5)

C5

1'
1.5'

3'

4"

2% MIN.

6"Ø SCH.80 PERFORATED PVC TOE DRAIN
SEE DETAIL B

POWDERED BENTONITE
REINFORCED GCL PLUG

6"Ø SCH.80 PVC SOLID
WALL DISCHARGE PIPE
SPACED AT 200'

TOE DRAIN DISCHARGE PAD
SEE DETAIL A

STAINLESS STEEL TYPE 316 MESH
SECURED TO END OF DISCHARGE PIPE

3,000 PSI CONCRETE
WITH W1.4XW1.4 WWF

TOE DRAIN DISCHARGE PAD DETAIL
                                      SCALE 1" = 1'

A
C6 C5

LCRS TRENCH GRAVEL:
NON-CALCAREOUS FDOT AGGREGATE

NO. 57 STONE

TOE DRAIN DISCHARGE DETAIL
                               SCALE 1" = 2'

NOTE: SS MESH SHALL BE SECURED TO THE END OF THE
DISCHARGE PIPE WITH A SS WORM GEAR CLAMP PRIOR TO
PLACEMENT OF CONCRETE. SS MESH IS NOT NEEDED FOR THE
DISCHARGE PAD FOR THE PERIMETER ROAD.

45° 6"Ø SCH.80 PVC

1/2"Ø PERFORATIONS
SPACED AT 6" AND 45°
(STAGGERED)

6"

6"Ø PERFORATED TOE DRAIN PIPE DETAIL
                                                   SCALE 1" =1'

B
C5 C5

3
C1 C5

WRAP ROCK IN 8 OZ/SY GEOTEXTILE, EDGES OF
GEOTEXTILE SHALL OVERLAP BY A MINIMUM OF 1'

CLOSURE CAP DETAIL
               SCALE 1" = 2'

1
C4 C5

2' PROTECTIVE
SOIL COVER

WASTE

DRAINAGE
SAND

BOTTOM LINER

ANCHOR TRENCH
SEE DETAIL

EXISTING BOTTOM LINER
COMPOSITE DRAINAGE NET TO

BE CUT AND REMOVED

EXTRUSION WELD
GEOMEMBRANE CAP TO
BOTTOM LINER
GEOMEMBRANE

GEOMEMBRANE

COMPOSITE DRAINAGE NET

TOE DRAIN

ANCHOR TRENCH

FINAL COVER
SEE DETAIL

40 MIL TEXTURED
LLDPE GEOMEMBRANE

NON-CALCAREOUS FDOT AGGREGATE
NO. 57 STONE

WRAP ROCK IN 8 OZ/SY GEOTEXTILE, EDGES OF
GEOTEXTILE SHALL OVERLAP BY A MINIMUM OF 1'

ANCHOR TRENCH DETAIL
                     SCALE 1" = 1'

2
C6 C5

2'

4
C5C6

2
C5 C5

EDGE OF LINER

2
C5 C5

2
C1 C5

A
C5 C5

A
C3 C5

9'

1'

1
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WASTE

2'
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DRAWING NO.

D
ET

AI
LS

 (2
 O

F 
5)

C6

FINAL CAP SECTION (ON TOP AND SIDE SLOPE)
                                                            SCALE 1" = 3'

4
C8C6

90° ELBOW

8" SOLID WALL PVC
PIPE SCHEDULE 80

STAINLESS STEEL
WEB SCREEN (TYP.)

STAINLESS STEEL
CLAMP (TYP.)

PROPOSED GEOMEMBRANE
BOOT AND LINER

3:1

3:1

FINAL COVER
SEE DETAIL

6"

NON-CALCAREOUS
FDOT NO. 57  STONE

CAP

WASTE

8" PERFORATED PVC
PIPE SCEHDULE 80

SEE DETAIL C

PASSIVE GAS VENT DETAIL
                       SCALE: 1" = 2'

5
C1 C6

6" LINER SUBGRADE

24" PROTECTIVE COVER SOIL

SOD

40 MIL TEXTURED
LLDPE GEOMEMBRANE

COMPOSITE DRAINAGE
NET (CDN)

FINAL GRADE

 PERIMETER ROAD SWALE DRAIN
                                  SCALE: 1" = 5'

6
C2 C6

9.
5'

4
C6C6

6"
3'

 M
IN

GEOTEXTILE DONUT

6"Ø SCH.80 PVC SOLID
WALL DISCHARGE PIPE
SPACED AT 200'

TOE DRAIN DISCHARGE
SEE DETAIL

45° BEND

CONCRETE COLLAR
18"X18"X4"

4
C5C6

4
C6C6

PROPOSED GEOMEMBRANE
BOOT AND LINER

STAINLESS STEEL
CLAMP (TYP.)

EXISTING LCRS CLEANOUTS
(PIPE SIZE VARIES)

ANCHOR TRENCH
SEE DETAIL

FINAL COVER
SEE DETAIL

4
C6C6

LEACHATE PIPE CLEANOUT GEOMEMBRANE BOOT
                                                               SCALE: 1" = 2'

7
C1 C6

2
C6C5

A
C6C5

24" MIN.

45° 8"Ø SCH.80 PVC

1/2"Ø PERFORATIONS
SPACED AT 6" AND 45°
(STAGGERED)

6"

8"Ø PERFORATED PASSIVE VENT PIPE DETAIL
                                                          SCALE 1" =1'

C
C6 C6
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